9.2 LSA S Standard Range Pump Assembly, Metric Dimension

Hydraulic type
AH / 4RV
CH / 4RV
CH /3ME
CH / 4AME
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9.2 LSA S Standard Range Pump Assembly, Metric Dimension

Pump Dimensions

Dimensions in mm

1724B

ga?f?:'gg P;'Tp DN a a b f h h r . I " :
1 2 1 2 1 2 (ref.) (ref.) (ref.) (ref.)
2x3-21 2 76 51 140 97 19 1180 406 381 292 371 371 368 89
3x4-21 2 102 76 140 97 25 1180 406 381 292 378 378 387 89
4 x 6-21 2 152 102 176 125 27 1219 406 438 292 381 381 406 89
4 x 6-25 3 152 102 146 130 29 1437 540 451 356 451 451 470 17
6 x 8-25 3 203 152 175 159 29 1467 540 483 362 467 475 502 135
8x10-26 3 254 203 200 184 32 1491 540 584 416 548 554 587 135
8x10-32 3 254 203 213 202 32 1511 540 622 467 594 603 638 135
| 4 254 203 213 181 32 1619 724 622 467 594 603 638 135
| 5 254 203 213 181 32 1702 724 622 467 594 603 638 135
10x12-32 4 305 254 238 206 33 1645 724 718 467 610 646 670 135
| 5 305 254 238 206 33 1727 724 718 467 610 646 870 135
10x12-36 4 305 254 238 210 35 1651 724 705 533 656 689 737 133
| 5 305 254 238 210 35 1734 724 705 533 656 689 737 133
12x14-36 4 356 305 264 235 35 1676 724 781 533 727 740 775 133
| 5 356 305 264 235 35 1759 724 781 533 727 740 775 133
16 x 16-39 4 406 406 270 235 51 1676 724 1038 641 838 884 940 133
| 5 406 406 270 235 51 1759 724 1038 641 838 884 940 133
| 6 406 406 270 311 51 2178 1016 1038 641 927 927 940 133
N 7 406 406 270 311 51 2178 1016 1038 641 927 927 940 133
16 x 18-44 6 457 406 278 305 51 2181 1016 1067 708 975 975 1006 133
] 7 457 406 278 305 51 2181 1016 1067 708 975 975 1006 133
18 x 18-44 6 457 457 329 356 51 2232 1016 1054 678 910 946 995 165
| 7 457 457 329 356 51 2232 1016 1054 678 910 946 995 165
20x 20-48 6 508 508 352 354 64 2224 1016 1226 791 1108 1108 1178 165
| 7 508 508 352 354 64 2224 1016 1226 791 1108 1108 1178 165
| 9 508 508 352 406 64 2415 1130 1226 791 1108 1108 1178 165
20x 24-48 9 610 508 392 406 64 2413 1130 1226 791 974 1041 1178 165
22 x 24-54 9 610 559 446 556 67 2557 1130 1270 800 1012 1058 1219 165
26 x 28-58 9 71 660 421 458 51 2467 1130 1168 1016 1240 1300 1451 165
Shaft size Pedestal Shaft end
c e g m 4 mo n S 1 S9 # d | t u v X
2 483 856 32 298 | 169 438 25 25 6 7460 183 [63.83|19.05| 168 | 19.05
3 762 | 1013 32 438 92 673 32 32 6 [100.01| 244 |85.66 | 25.40 | 229 | 25.40 +.00
4 965 | 1175 32 483 141 876 32 32 6 [112.71| 222 |98.55 | 25.40 | 216 | 25.40 u -0
5 965 | 1175 32 483 141 876 32 32 6 [138.11| 248 120.38 | 31.75 | 213 | 3175 |
6 1054 | 1480 32 254 152 | 953 32 32 12 |163.50| 348 [142.90|38.10 | 311 |38.10 _J_— I
7 1054 | 1480 32 254 152 | 953 32 32 12 |163.50| 343 |142.90|38.10 | 311 |[38.10 D | T
9 1295 | 1514 32 210 144 1 1194 38 38 14 1163.50| 279 |146.08|31.75 | 248 |31.75 X
t
ANSI B17.1
Shaft end
MORE INFO
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LSA S Standard Range Flange Connections, Metric Dimensions

Connection flanges Adapter types
Pump size DN DN The pipes must be connected without
1 2 ANSI Pipe transmitting any stresses or strain!
Type NF E 44-145
o 1pe | o pe || |7 | = s
> i
2x3-21 76 51" § Pump Flange
3x4-21 102 76 %
+ ©
x6-21 152 102 2 ISO/DIN Pipe ) .
4x6-25 152" 102 = | Type Discharge Positions
6825 | 203 1527 B \—E!,El ANSI o o
8x10-25 | 254 203+ Pump  Flange 15° 195°
8x10-32 254 203* 18° 198°
10x12-32 305 254 Pipe ANSI 22.5° 202.5°
10x12-36 | 305 254 Type Flange 30° 210°
12x14-36 356 305 c it 36° 216°
16x15-39 | 408 406 2 ANS 450 225°
2 Pum Flange
16x18-44 | 457 408 & P 540 2340
18x18-44 | 457 457 g Pipe 50° 240° 210°
20x20-48 508 508 @ Type EllaNn e 67.5° 247.5° For other discharge positions see
20%24-48 510 508 K 9 S S 7.8 LSA 8 Pump Information Table
D [ 72 252 located in the Maintenance Manual
20x22-54 559 508 ANS| 75° 255°
26x28-58 | 711 660 Pump  Flange 90° 270°
1) All pump flanges are interchangeable 105° 285°
with ANSI B16.5, 150 psi (10 bar) 108° 288°
2) Adgpter BorD requlred. 25 292 5°
+ indicates pump flanges interchangeable
with DIN 2533-16 or DIN 2532-10 120° 300°
Flange dimensions 126° 306°
135° 315°
D.N. ANSI DIN 144° 324°
_ 150° 330°
51+ B165 " 2533-16 157 50 337 59
76 B16.5 " 2533-16 2 162° 342°
1) 2
102 B16.5 " 2533-16 2) DN. i T65° 3450
152%]  B165 " | 253316 5T 122 o
203 8165 1 2532-10 76 137 Connections in inches (US)
254 3165 V 2532-10 2 102 137 Connections Shaft size Designation
3 152 %] 142
1 2)
305 B16.5 1" 2532-10 . 203 | 173 6,7 9
356 B16.5 " 2532-10 254 175 G112 G11/4 U
- Sealing liguid inlet / outlet
406 | 8165 " | 253210 2 305|180 10E/A NPT NPT gl
457 | B165 Y 2532-10 % 436 224 o
D 7] Connections in inches (US)
508 B16.5 2532-10 457 231 c " Shafisi D m
559 5165 1) 253210 2) 508 249 onnections art size esignation
610 | 8165 " | 253210 9 gfg o 2 8 |45
660 | B16.5 " 2632-10 2 660 | 310 10E/A G12 | G3/4 | G1 | Sealingliquid inlet/ outlet
711 | 816570 | 253210 2 71 | 316 NPT | NPT | NPT
1724B
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9.8 LSA S Standard Range Overhead Motor Mount Arrangement, Metric Dimensions

17198

(Not Available Beyond Shaft Size 5)

Pump Dimensions Dimensions in mm
Cratisze | o W
DN 1 DN 2 a a, d f f 1 h 1 h2 k2 | | 1 r (ref.) | (ref.)
2 x 3-21 2 76 51 140 266 74.60| 1180 | 996 406 381 | 1097 | 183 209 292 371 371
3x4-21 2 102 76 140 | 266 | 74.60| 1180 | 996 406 381 | 1084 | 183 209 | 292 378 | 378
4 x6-21 2 152 102 176 | 294 | 74.60| 1219 | 1037 | 406 438 | 1106 | 183 209 | 292 381 | 381
4 x6-25 3 152 102 146 | 222 |100.01| 1437 | 1192 | 540 451 | 1322 | 244 270 | 356 451 | 451
6 x 8-25 3 203 152 175 251 |100.01| 1467 | 1222 | 540 | 483 | 1327 | 244 270 | 362 467 | 475
8x10-26 3 254 203 200 276 [100.01| 1491 | 1246 | 540 | 584 | 1319 | 244 270 | 416 546 | 554
| |8X10-32 3 254 203 213 | 294 [100.01| 1511 | 1267 | 540 | 622 | 1340 | 244 270 | 467 594 | 603
| 4 254 203 213 | 322 [112.71| 1619 | 1397 | 724 | 622 | 1448 | 222 248 | 467 594 | 603
5 254 203 213 | 322 |138.11| 1702 | 1454 | 724 | 622 | 1530 | 248 273 | 467 594 | 603
| | 10x12-32 4 305 254 238 348 [112.71| 1645 | 1422 | 724 | 718 | 1441 | 222 248 | 467 610 | 646
5 305 254 238 348 [138.11| 1727 | 1480 | 724 | 718 | 1524 | 248 273 | 467 610 | 646
| | 10x12-36 4 305 254 238 351 [112.71| 1651 | 1429 | 724 | 705 | 1448 | 222 248 | 533 656 | 689
5 305 254 238 351 |138.11| 1734 | 1486 | 724 | 705 | 1530 | 248 273 | 533 656 | 689
| | 12x14-36 4 356 305 264 | 376 [112.71| 1676 | 1454 | 724 781 | 1435 | 222 248 | 533 727 | 740
5 356 305 264 | 376 [138.11| 1759 | 1511 | 724 781 | 1518 | 248 273 | 533 727 | 740
16 x 16-39 4 406 406 270 376 |112.71| 1676 | 1454 | 724 1038 | 1378 | 222 248 | 641 838 | 884
| 5 406 406 270 376 |138.11| 1759 | 1511 | 724 1038 | 1461 | 248 273 | 641 838 | 884
Shaft size Pedestal Motor mount
c e o} m 4 moy n S S9 # min max
2 483 856 32 298 | 169 438 25 25 6 367 471 244
3 762 | 1013 | 32 438 92 673 32 32 6 689 949 492
4 965 | 1175 | 32 483 | 141 876 32 32 6 924 | 1184 740
5 965 | 1175 | 32 483 | 141 876 32 32 6 924 | 1184 740
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